
Diseñada específicamente para el cierre por 
calor y presión de los envases grado médico 
para esterilización (bolsas de papel, bolsas 
y rollos mixtos, con y sin fuelle, de papel o 
Tyvek®).

This machine is specifically desingned for 
sterilization purpose sealing by heat and 
pressure of several medical packaging (paper 
bags, paper or Tyvek® see- through pouches 
and reels, with or without gusset).



Fabricada en acero inoxidable 
Banda transportadora
Control digital de temperatura
Ancho del sello: 19 mm (+/-.1)
Alimentación eléctrica 
127 VAC, 50/60 Hz.
Uso continuo las 24 hrs
Incluye manual de usuario y de servicio
Mínimo mantenimiento y 1 año de garantía
Peso Bruto: 12 kg    /   Peso Neto: 11.7 kg
Dimensiones del equipo (l x a x a): 43 x 30 x 17 cm
Dimensiones del embarque (l x a x a): 50 x 36 x 20 cm

Manufactured in stainless steel
Conveyor belt
Digital temperature control
Seal width:  19 mm (+/-.1)
Power requirements
127 VAC, 50/60 Hz.
24 hours continuos usage
Service and user manual included
Minimum maintenance and 1 year warranty
Gross Weight: 26.5 lb   /   Net Weight: 25.8 lb
Equipment dimensions (l x w x h): 16.9 x 11.8 x 6.7 in 
Shipping dimensions (l x w x h): 19.7 x 14.1 x 7.9 in
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